
FEATURES

DIMENSION

SPECIFICATION

FDC-IL13060R
IP Network Camera

Image Sensor 1/1.8" Sony Global Shutter CMOS Sensor

Resolution
2056x1542 / Full resolution with up to 57fps,

Full HD with up to 80fps

Min. Illumination Color : 0.002 lux , BW : 0.001 lux

MODE AUTO(Nomal/Deblur)/MANUAL/Flickeress

AGC LIMIT 0 – 10

Shutter Speed 1/30 ~ 1/30,000sec

Lens 3.6-11mm Lens

White Balance Mode AWB/MANUAL/PUSH/AWB-Ext

Color Temperature 1800K to 10,000K

ATW INDOOR /OUT DOOR

MANUAL RED GAIN/BLUE GAIN Adjustable

Mode Sharpness/Color Gain/DIS/Gamma

Flip OFF/H/V/H-V Flip

Shading ON/OFF

Gamma LCD/CRT/User[0.45 to 0.75]

Backlight OFF/BLC/WDR/HLC

DNR LOW/MIDDLE/HIGH

Intelligence MOTION DET ON/OFF

DEFOG OFF/1 – 3

Video Out IP

LED Built-in 8unit  PWR IR LEDs 

Dimension 96(W)x96(H)x296(D)mm

Weight Approx. 1.4Kg

Power Consumption DC12V ±10%, Max. 1,500 mA 

PA4x25 screw 4ea

M4x20 screw 4ea


